
STOCK SIZE
SUPREME AIR TIGHT FIREPLACE DOORS

Eliminate cold drafts and odor while gaining control of your fire with the 

air tight fireplace door. Each features twin doors, steel 

frame, glass door sections that have a continuous woven gasket sealing them to 

the frame of the door.  The combination of these gaskets with a positive locking 

latch, virtually eliminates heat loss from the home through the fireplace opening.

SUPREME SUPREME 

 

Designed for maximum sealing quality, the SUPREME is ideal for closed door 

heating fireplaces and to solve problems with troublesome applications.

Stock Size  with optional gold 
doors and brass spring handle

SUPREME Stock Size with standard 
black finish and wooden block handle

SUPREME 



Specifications

Model O.D. Frame Size Fits Opening Fits Opening Glass Size Mounting Flange
No. Widths of Heights of Outside Dimension

37260 37"w x 26"h 30½" - 35" 23" - 25½" 14"w x 19½"h 30½"w x 22¾"h

37285 37"w x 28½"h 30½" - 35" 25½" - 28" 14"w x 22"h 30½"w x 25¼"h

41260 41"w x 26"h 35" - 39" 23" - 25½" 16"w x 19½"h 34½"w x 22¾"h

41285 41"w x 28½"h 35" - 39" 25½" - 28" 16"w x 22"h 34½"w x 25¼"h

41310 41"w x 31"h 35" - 39" 28" - 30½" 16"w x 24½"h 34½"w x 27¾"h

45285 45"w x 28½"h 39" - 43" 25½" - 28" 18"w x 22"h 38½"w x 25¼"h

45310 45"w x 31"h 39" - 43" 28" - 30½" 18"w x 24½"h 38½"w x 27¾"h

Standard Features Optional Features
Sliding Fire Screen Black Finish Swing Style Fire Screen

2" Mounting Flange Room Air Inlet 24 k. Gold Plated Doors

Tempered or Ceramic Glass

Wooden Block, Black Spring or Brass Spring Handles

Mounting Flange Air Inlet Sliding Screen Swing Style Screen

Black Spring Handle Brass Spring Handle Block Wood Handle


